
LaserAnimation Sollinger AVB
accessories and their interactions

accessories and their interactions with AVB software and AVB-ready projectors

ILDA2AVB
This device converts analog ILDA signals to the 
digital AVB protocol. It can be used with any 
laser show controller that has an ILDA output.

Sample rate: 48 / 96 / 192 kHz | x/y signal + 6 co-
lor channels |  Resolution 24bit on all channels | 
Power supply via PoE+ Class 3 (5W AVG)

AVB2ILDA
This device converts digital AVB protocol data 
into analog ILDA signals. It can be used with any 
laser projector that supports the ILDA standard.

Sample rate: 48 / 96 / 192 kHz | x/y signal + 6 co-
lor channels |  Resolution 24bit on all channels | 
Power supply via PoE+ Class 3 (5W AVG)

Laser Disable Button
The Laser Disable is a special safety button to 
interrupt the laser output via Ethernet. It is 
compatible with: 
•	 Lasergraph DSP
•	 PHAENON accurate Series
•	 PHAENON XD Series
•	 PHAENON XS Series
•	 RTI PIKO Series
•	 AVB2ILDA

 
USB2AVB
This device enables the connection of a compu-
ter via USB to an AVB data network. 

256 channels: 128 in / 128 out | 16 input & 16 
output streams
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